
www.hubbell-wiring.comWiring Device-Kellems
®

B-56

Twist-Lock® Devices

Dimensions in Inches (mm)

6.38"
(162.0)

2.59"
(65.8)
DIA.

CS8265C

CS8275

3.50"
(88.9)
DIA.

 4X .19"(4.8) DIA.

R. 1.50"
(38.0)

2.62"
(66.5)

2.17"
(55.1)
DIA.

90° TYP.

CS8264C

6.34"
(161.0)

2.59"
(65.8)
DIA.

CS8269

 3.28"
(83.3)

2.69"
(68.3)

2.13"
(54.1)

1.03" (26.2)

2X Ø.19
(4.8)

2.36"
(59.9)

Plugs
Description Cord Dia. Catalog Number

Nylon housing, thermoplastic 
polyester interior.

.830"-1.250" 
(21.08-31.75)

CS6361C CS8265C CS8465C

Note: See page B-62 for accessories.

 
 

Flanged Inlets
Description Catalog Number

Zinc plated steel casing,  
thermoset interior.

CS6377† CS8275 CS8475†

 
 
 
Connector Bodies
Description Cord Dia. Catalog Number

Nylon housing, thermoplastic 
polyester interior.

.830"-1.250" 
(21.08-31.75)

CS6360C CS8264C CS8464C

Note: See page B-62 for accessories.

 
 
Receptacles
Description Catalog Number

Black phenolic. CS6370 CS8269 CS8469†

Note: See page B-62 for accessories. 
†Not CSA Certified.

IP20
SUITABILITY

IP20
SUITABILITY

50A 125V
UL/CSA

W

G

50A 250V
UL/CSA

X

G

Y

50A 480V AC
UL/CSA

X

G

Y

50A 125V
UL/CSA

W

G

50A 480V AC
UL/CSA

X

G

Y

50A 250V
UL/CSA

X

G

Y

50 Amp, 125, 250 Volts and 480 Volts AC



www.hubbell-wiring.com Wiring Device-Kellems
®

B-57B-57

Twist-Lock® Devices

Dimensions in Inches (mm)

CS6365C

6.38"
(162.0)

2.59"
(65.8)
DIA.

CS6375

3.50"
(88.9)
DIA.

 4X .19"(4.8) DIA.

R. 1.50"
(38.0)

2.17"
(55.1)
DIA.

90° TYP.

2.62"
(66.5)

CS6375M2

3.50"
(88.9)
DIA.

 4X .19" 
(4.8) DIA.

R. 1.50"
(38.0)

2.63"
(66.8)

2.19"
(55.6)
DIA.

90° TYP.

CS6364C

6.34"
(161.0)

2.59"
(65.8)
DIA.

CS6369

 3.28"
(83.3)

2.69"
(68.3)

2.13"
(54.1)

1.03" (26.2)

2X Ø.19
(4.8)

2.36"
(59.9)

CS8364CA05

5.59"
(141.9)

2.59"
(65.8)
DIA.

Plugs
Description Cord Dia. Catalog Number

Nylon cover, thermoplastic  
polyester interior.

.830"-1.250" 
(21.08-31.75)

CS6365C CS8365C CS8165C

Note: See page B-62 for accessories.

 
Flanged Inlets
Description Catalog Number

Zinc plated steel casing,  
thermoset interior.

CS6375 CS8375 CS8175

Zinc plated steel casing,  
thermoset interior with lift cover.

CS6375M2 – –

Gray Valox® housing and flange. HBL6375S* – –

Note: *Type 3R, (Not shown).

Connector Bodies
Description Cord Dia. Catalog Number

Nylon cover, thermoplastic  
polyester interior.

.830"-1.250" 
(21.08-31.75)

CS6364C CS8364C CS8164C

Insulgrip® Connector with  
conduit adapter. Capable of 
accepting metallic or non-metallic 
conduit fittings.

½" NPT Size 
¾" NPT Size
1" NPT Size

–
–
–

CS8364CA05
CS8364CA34
CS8364CA10

–
–
–

Note: See page B-62 for accessories.

 
 
Receptacles
Description Catalog Number

Black phenolic. CS6369 CS8369 CS8169

Note: See page B-62 for accessories.

IP20
SUITABILITY

IP20
SUITABILITY

G
W

X

Y

50A
125/250V AC 

UL/CSA

G

X

Z

50A
3Ø 250V AC

UL/CSA

Y

G
Z

X

Y

50A
3Ø 480V AC

UL/CSA

G
W

X

Y

50A
125/250V AC

UL/CSA

G

X

Z

50A
3Ø 250V AC

UL/CSA

Y

G
Z

X

Y

50A
3Ø 480V AC

UL/CSA

Valox® is a trademark of SABIC Innovative Plastics, acquired from General Electric Company. 

50 Amp, 125/250, 3Ø 250 Volts and 3Ø 480 Volts AC

CS8364CA05
(Rear View)



www.hubbell-wiring.comWiring Device-Kellems
®

B-58

Twist-Lock® Devices

Dimensions in Inches (mm)

HBL3763C

6.38"
(162.0)

2.59"
(65.8)
DIA.

HBL3777

3.50"
(88.9)
DIA.

 4X .19"(4.8) DIA.

R. 1.50"
(38.0)

2.62"
(66.5)

2.17"
(55.1)
DIA.

90° TYP.

HBL3767

3.50"
(88.9)
DIA.

 4X .19" 
(4.8) DIA.

R. 1.50"
(38.0)

2.63"
(66.8)

2.19"
(55.6)
DIA.

90° TYP.

HBL3762C

6.34"
(161.0)

2.59"
(65.8)
DIA.

HBL3771

 3.28"
(83.3)

2.69"
(68.3)

2.13"
(54.1)

1.03" (26.2)

2X Ø.19
(4.8)

2.36"
(59.9)

Plugs
Description Cord Dia.

Nylon housing, thermoplastic  
polyester interior.

.830"-1.250" 
(21.08-31.75)

HBL3763C

Note: See page B-62 for accessories.

 
 

Flanged Inlets
Description

Zinc plated steel casing,  
thermoset interior.

HBL3777

Zinc plated steel casing,  
thermoset interior with lift cover.

HBL3767

 
 
 
Connector Bodies
Description Cord Dia.

Nylon housing, thermoplastic  
polyester interior.

.830"-1.250" 
(21.08-31.75)

HBL3762C

Note: See page B-62 for accessories.

 
Receptacles
Description

Black phenolic. HBL3771

Note: See page B-62 for accessories.

50A 250V DC
50A 600V AC

50A 250V DC
50A 600V AC

X

Y

G

IP20
SUITABILITY

IP20
SUITABILITY

50 Amp, 250 Volts DC and 600 Volts AC



www.hubbell-wiring.com Wiring Device-Kellems
®

B-59B-59

Twist-Lock® Devices

Dimensions in Inches (mm)

HBL3765C

6.38"
(162.0)

2.59"
(65.8)
DIA.

HBL3775

3.50"
(88.9)
DIA.

 4X .19"(4.8) DIA.

R. 1.50"
(38.0)

2.62"
(66.5)

2.17"
(55.1)
DIA.

90° TYP.

HBL3768

3.50"
(88.9)
DIA.

 4X .19" 
(4.8) DIA.

R. 1.50"
(38.0)

2.63"
(66.8)

2.19"
(55.6)
DIA.

90° TYP.

HBL3764C

6.34"
(161.0)

2.59"
(65.8)
DIA.

HBL3769

 3.28"
(83.3)

2.69"
(68.3)

2.13"
(54.1)

1.03" (26.2)

2X Ø.19
(4.8)

2.36"
(59.9)

Plugs
Description Cord Dia. Catalog Number

Nylon cover, thermoplastic  
polyester interior.

.830"-1.250" 
(21.08-31.75)

HBL3765C HBL7765C

Note: See page B-62 for accessories.

Flanged Inlets
Description Catalog Number

Zinc plated steel casing,  
thermoset interior.

HBL3775 HBL7958

Zinc plated steel casing,  
thermoset interior with lift cover.

HBL3768 HBL7968

Connector Bodies
Description Cord Dia. Catalog Number

Nylon cover, thermoplastic  
polyester interior.

.830"-1.250" 
(21.08-31.75)

HBL3764C HBL7764C

Note: See page B-62 for accessories.

Receptacles
Description Catalog Number

Black phenolic. HBL3769 HBL7379

Note: See page B-62 for accessories.

G
Z

X

Y

50A 600V AC
50A 250V DC

50A 600V AC
50A 250V DC

G

Z

X

Y

G 
Z 

X 

Y 

50A 600V AC
50A 250V DC

50A 600V AC
50A 250V DC

G

Z

X

Y

Important Note: Catalog numbers HBL7765C, HBL7958, HBL7968, HBL7764C, HBL7379 are  
for replacement use only. See other singly rated 50A Twist-Lock® devices in this section.  
HBL3700 series Twist-Lock devices do not interchange with any other devices in this section.

50 Amp, 250 Volts DC and 600 Volts AC



www.hubbell-wiring.comWiring Device-Kellems
®

B-60

Twist-Lock® Devices

HBLCSCK

HBL50SC

HBL7770

SS750

HBL7716C

CS50CA34

HBL7717C HBL4892

Weatherproof Receptacle Lift Cover Plates for FS/FD Box Mounting
Description Catalog Number

Corrosion resistant, gray thermoplastic. HBL7774WO

Same as above except yellow. HBL77CM74WO

Cast aluminum. HBL7770

Note: See page O-23 for additional information on weatherproof covers.

Receptacle Plates for FS/FD Box Mounting
Description Catalog Number

Cast aluminum with lift cover. HBL7382•*

Same as above less lift cover. HBL7383•

Stainless steel, single gang, wallplate. SS750

 
Receptacle ½" Raised Cover
Description Catalog Number

Galvanized Steel fits 4" square or 2-gang box. HBL50SC

Conduit Adapters for 50A Twist-Lock® Plugs and Connectors
Description NPT Thread Size Catalog Number

Thermoplastic housing, conduit adapters 
for use with CS style 50A Twist-Lock® devices.
Available in ½", ¾" and 1" NPT thread sizes.

½"
¾"
1"

CS50CA05
CS50CA34
CS50CA10

Weatherproof Boots
Description Catalog Number

Seal-Tite® triple seal black elastomeric cover for plugs when used in a cord set  
and connector bodies when used with flanged inlets.

HBL7716C†

Seal-Tite triple seal black elastomeric cover for connector bodies when used  
with cord sets.

HBL7717C†

Inlet Closure Plug
Description Catalog Number

Black closure plug. HBL4892†

Replacement Parts
Description Catalog Number

Cord clamp Kit. HBLCSCK

Note: •Will only fit non-“CS” type 50A Twist-Lock receptacles. 
*Not UL Listed “WDL Closed”. 
**When installed and used properly with plug and connector body combinations. 
IP20 SUITABILITY. 
†Not UL Listed.

IP44
SUITABILITY

IP55**
SUITABILITY

50 Amp Twist-Lock® Accessories




